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WIRELESS SOLUTIONS

LTE INSIDE GLASS ANTENNA

A-AT192.06
SPECIFICATIONS
Material ABS
Colour Black
Net weight (g) 44
Dimensions ( mm )
Lenght 97
Width 25
Temperature ( °C) -30° - +80°
Mounting Adhesive
97
— ] i 3
TECHNICAL DATALTE
1 Active Ch{Trace 2 Response 3 Stimulus 4 Mkr/Analysis 5 Instr State Antenna type 1/4 1 MOblle Antenna
M Operational Band AMPS (824-894 MHz)
oo |- EEmR Be 4 ISM (868 MHz)
o | RS B LB GSM (900 MHz)
o Abort Printing DCS (1800 MHZ)
Printer Setup... PCS (1900 MHZ)
7o Inverk Image
3G (UMTS 2.1 GHz)
WIFI/ BLUETOOTH (2.4 GHz)
’ ES0914 Setup | LTE (698-860/2500-2710 MHz)
o [ Impedance ( Ohms ) 50
o i —% Max power (W) 10
: e V.S.W.R. Less than 2.5
il S::S:Oﬁ-iz = IFBW 70 kHe Stop 2.7 GH: Gain ( dBl ) 2.14
@700Mhz <2dBi
Cable lenght RG 174 mm.1000
Connector SMA m.
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