
 

MONOPOLE WIDEBAND HANDSET RADIO ANTENNA 

 

T-OD225/512.01 

MECHANICAL SPECIFICATION

H

         

TECHNICAL DATA 

Frequency range 225-512 MHz 

Impedance                                     50 Ohm 

VSWR                                           Less than 3 

Gain                                               0+/-1dBi 

Radiation                                         Omnidirectional
Polarization Linear,vertical 

Max Power 20 W

High Pass Filter Attenuation :
<90 MHz                                           > 30 dB
<180 MHz                                         > 15 dB
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Height                                               560 +/-10mmWeight                                              200+/-10gCable type                                         Coaxial cable lowloss 1mColour                                               BlackConnector                                         SMA F.
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THE PROTOTYPE WILL BE  COVERED WITH A BLACK SHRINK TUBE
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BENDABLEGOOSE -NECK
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RADIATORR
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230±10
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N.B. ENVIRONMENTAL TEST APPROVAL WILL         BE MADE FOR PRODUCTION

tecnico@atel-antennas.eu
Linea

tecnico@atel-antennas.eu
Linea

tecnico@atel-antennas.eu
Linea

tecnico@atel-antennas.eu
Linea

tecnico@atel-antennas.eu
Testo digitato
560±10


