
 

MATERIAL SPECIFICATIONS
Body                                         Material  Aluminium
                                                  Plating    White Bronze
Inner Conductor Male               Material   Brass
                                                  Plating     Silver
Inner Conductor                        Material    Phosphor Bronze
                                                  Plating      Silver
Washer                                      Material    Brass
                                                  Plating       White Bronze
Coupling Nut                            Material   Brass
                                                  Plating     White Bronze
Insulator                                    Material    PTFE
O-Ring                                      Material    Silicone rubber 

MECHANICAL / ENVIRONMENTAL SPECIFICATIONS
Temp Range Storage/Operating                  -40°C - +85°C
Weatherization                                            IEC 60068 40/085/21 & IP67
RoHS Compliant                                         Yes
Wear/Mating Cycles                                    500 minumum
Unit Weight                                                 1.41 oz / 40g
Lenght                                                         About 60mm
Diameter                                                     About 22mm

ELECTRICAL SPECIFICATIONS
Impedance                                                    50 Ω
Frequency range                                           DC-7000 MHz
V.S.W.R.                                                    <1.2 / <-20dB (DC-6700 MHz)
                                                                   <1.3 / <-17dB(6700-7000 MHz)
Insertion loss                                              < 0.2dB (DC-6700 MHz)
                                                                    <0.3dB (6700-7000 MHz)
Maximum Surge Current                            10kA multiple (8x20μs wave-form)
Impulse Sparkover                                      700V (1kV/μs)
Turn on                                                        180Vdc
Average Power                                            150 Watts
Protection Circuit                                        DC Pass
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